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AutoCAD SHX Text
1. THE CONDUIT SYSTEMS UTILIZED SHALL BE AS FOLLOWS: "PVC" (SCHEDULE-40) BELOW GRADE,. ALL BUILDING INTERIOR CONDUITS THE CONDUIT SYSTEMS UTILIZED SHALL BE AS FOLLOWS: "PVC" (SCHEDULE-40) BELOW GRADE,. ALL BUILDING INTERIOR CONDUITS LESS THAN 2" IN DIAMETER (ID) SHALL BE EMT (UON),  METAL CLAD "MC" CABLE IS ALLOWED IF APPROVED BY THE AUTHORITY HAVING JURISDICTION AND ALLOWED BY APPLICABLE NATIONAL AND LOCAL CODES.  ALL CONDUITS ON EXTERIOR (A.F.G) AND/OR ELSEWHERE OUTSIDE THE BUILDING AND A.F.G SHALL BE RSC (UON), PAINT CONDUIT TO MATCH EXISTING SURFACE. FINAL 36" OF CONDUIT CONNECTED TO MOTORS, WATER HEATER, OR HVAC EQUIPMENT SHALL BE LTFMC.  2. ALL CONDUCTORS SHALL BE RUIN IN CONDUIT, AND ALL CONDUIT SHALL BE CONCEALED UNLESS OTHERWISE ALL CONDUCTORS SHALL BE RUIN IN CONDUIT, AND ALL CONDUIT SHALL BE CONCEALED UNLESS OTHERWISE    NOTED ON THE DRAWINGS. MC CABLE SHALL BE USED ONLY IF ALLOWED BY THE LOCAL AUTHORITY HAVING JURISDICTION. NOTED ON THE DRAWINGS. MC CABLE SHALL BE USED ONLY IF ALLOWED BY THE LOCAL AUTHORITY HAVING JURISDICTION. 3. ALL GROUNDING SHALL COMPLY WITH NFPA 70 2017 EDITION OR THE EDITION ADOPTED BY THE LOCAL AUTHORITY HAVING ALL GROUNDING SHALL COMPLY WITH NFPA 70 2017 EDITION OR THE EDITION ADOPTED BY THE LOCAL AUTHORITY HAVING JURISDICTION. 4. PROVIDE A GREEN CONTINUOUS INSULATED EQUIPMENT GROUNDING CONDUCTOR WITH ALL CIRCUITS. PROVIDE A GREEN CONTINUOUS INSULATED EQUIPMENT GROUNDING CONDUCTOR WITH ALL CIRCUITS. 5. NOTIFY THE ELECTRICAL ENGINEER OF RECORD OF ANY CHANGES IN EQUIPMENTS SIZES IF DIFFERENT FROM  WHAT SHOWN ON THESE NOTIFY THE ELECTRICAL ENGINEER OF RECORD OF ANY CHANGES IN EQUIPMENTS SIZES IF DIFFERENT FROM  WHAT SHOWN ON THESE DRAWINGS.  6. THE ELECTRICAL CONTRACTOR SHALL VERIFY AND CONFIRM TYPE OF LIGHTING HARDWARE AND EQUIPMENT SELECTED AND ITS THE ELECTRICAL CONTRACTOR SHALL VERIFY AND CONFIRM TYPE OF LIGHTING HARDWARE AND EQUIPMENT SELECTED AND ITS ELECTRICAL REQUIREMENTS WITH LIGHTING MANUFACTURE PRIOR TO  PURCHASING ANY ELECTRICAL HARDWARE AND MATERIALS. 7. ELECTRICAL CONTRACTOR SHALL COORDINATE ALL WORK WITH OTHER TRADES PRIOR TO INSTALLATION. REFER TO CIVIL AND ELECTRICAL CONTRACTOR SHALL COORDINATE ALL WORK WITH OTHER TRADES PRIOR TO INSTALLATION. REFER TO CIVIL AND STRUCTURE DRAWINGS FOR EXACT SIZE AND LOCATION OF SITE AND SIGN. 8. ELECTRICAL CONTRACTOR SHALL FIELD VERIFY ALL CONDITIONS PRIOR TO BEGINNING WORK ANY WORK, AND SHALL IMMEDIATELY ELECTRICAL CONTRACTOR SHALL FIELD VERIFY ALL CONDITIONS PRIOR TO BEGINNING WORK ANY WORK, AND SHALL IMMEDIATELY NOTIFY  THE ELECTRICAL ENGINEER OF RECORD ANY DISCREPANCIES. 9. CONTRACTOR SHALL IDENTIFY IN FIELD ALL EXISTING SITE CIVIL, MECHANICAL, AND STRUCTURAL SYSTEMS THAT MAY AFFECT THE CONTRACTOR SHALL IDENTIFY IN FIELD ALL EXISTING SITE CIVIL, MECHANICAL, AND STRUCTURAL SYSTEMS THAT MAY AFFECT THE ROUTING AND INSTALLATION OF NEW CONDUIT AND/OR WIRING, HARDWARE AND EQUIPMENT. 10. WHERE NEW AND/OR EXISTING SITE MECHANICAL, ELECTRICAL, AND STRUCTURAL SYSTEMS AFFECT ROUTING AND INSTALLATION OF WHERE NEW AND/OR EXISTING SITE MECHANICAL, ELECTRICAL, AND STRUCTURAL SYSTEMS AFFECT ROUTING AND INSTALLATION OF NEW CONDUIT AND OR WIRING OR HARDWARE AND/OR EQUIPMENT, CONTRACTOR SHALL FIELD ROUTE TO AVOID OBSTRUCTIONS. THE ELECTRICIAN SHALL COMPENSATE FOR VOLTAGE DROP PER 2017 NATIONAL ELECTRICAL CODE. 11. PROTECT EXISTING SITE CONDITIONS WHERE APPLICABLE AND FIXED EQUIPMENT TO REMAIN FROM DAMAGE.  PROTECT EXISTING SITE CONDITIONS WHERE APPLICABLE AND FIXED EQUIPMENT TO REMAIN FROM DAMAGE.  12. WHERE EXISTING MATERIALS/FINISHES ARE DISTURBED BY ELECTRICAL WORK OF THIS PROJECT, CUT, PATCH AND REPAIR THOSE WHERE EXISTING MATERIALS/FINISHES ARE DISTURBED BY ELECTRICAL WORK OF THIS PROJECT, CUT, PATCH AND REPAIR THOSE AREAS AS REQUIRED TO MATCH THE ADJACENT EXISTING MATERIALS/FINISHES IN CONFIGURATION, TEXTURE, COLOR, ETC, WITH SMOOTH AND LEVEL TRANSITION UNLESS OTHERWISE NOTED. 13. DO NOT SCALE ANY DRAWINGS TO DETERMINE DIMENSIONS, RELY ONLY ON FIELD CONDITIONS AND/OR ARCHITECT DRAWINGS FOR DO NOT SCALE ANY DRAWINGS TO DETERMINE DIMENSIONS, RELY ONLY ON FIELD CONDITIONS AND/OR ARCHITECT DRAWINGS FOR MEASUREMENTS DIMENSIONS.  14. NO ENERGIZED UNCONNECTED WIRES OR UNUSED DEVICES SHALL BE LEFT IN PLACE WETHER THEY ARE PROPERLY SECURED OR NOT.  NO ENERGIZED UNCONNECTED WIRES OR UNUSED DEVICES SHALL BE LEFT IN PLACE WETHER THEY ARE PROPERLY SECURED OR NOT.  15. ALL WORK SHALL COMPLY WITH THE 2017 NATIONAL ELECTRICAL CODE. ALL WORK SHALL COMPLY WITH THE 2017 NATIONAL ELECTRICAL CODE. 16. ELECTRICAL CONTRACTOR SHALL NOT SCALE WORK FROM ELECTRICAL DRAWINGS. CONTRACTOR SHALL REFER TO ARCHITECTURAL, ELECTRICAL CONTRACTOR SHALL NOT SCALE WORK FROM ELECTRICAL DRAWINGS. CONTRACTOR SHALL REFER TO ARCHITECTURAL, CIVIL, STRUCTURAL PLANS AND ELEVATIONS FOR EXACT LOCATIONS OF ALL EQUIPMENT UNLESS OTHERWISE NOTED.  17. ALL PANEL DIRECTORIES SHALL BE TYPE WRITTEN, HAND WRITTEN WILL NOT BE EXCEPTED.  ALL PANEL DIRECTORIES SHALL BE TYPE WRITTEN, HAND WRITTEN WILL NOT BE EXCEPTED.  18. PROVIDE AND INSTALL ALL LIGHTING FIXTURES, VERIFY LIGHT FIXTURE TYPES AND QUANTITY WITH MANUFACTURE PRIOR TO PLACING PROVIDE AND INSTALL ALL LIGHTING FIXTURES, VERIFY LIGHT FIXTURE TYPES AND QUANTITY WITH MANUFACTURE PRIOR TO PLACING A BID OR ORDER. 19. EVERY BRANCH CIRCUIT SHALL INCLUDE GROUND CONDUCTOR IN ADDITION TO THE  REQUIRED NEUTRAL AND PHASE CONDUCTORS.  EVERY BRANCH CIRCUIT SHALL INCLUDE GROUND CONDUCTOR IN ADDITION TO THE  REQUIRED NEUTRAL AND PHASE CONDUCTORS.  20. REFER TO CIVIL DRAWINGS FOR WALL LOCATION AND ORIENTATION AND PROVIDE ELECTRICAL REQUIREMENTS ACCORDINGLY.  REFER TO CIVIL DRAWINGS FOR WALL LOCATION AND ORIENTATION AND PROVIDE ELECTRICAL REQUIREMENTS ACCORDINGLY.  21. ALL DISCONNECT SWITCHES SHALL BE SIZED PER 2017 NATIONAL ELECTRICAL CODE TO ACCOMMODATE EQUIPMENT SERVED, ALL DISCONNECT SWITCHES SHALL BE SIZED PER 2017 NATIONAL ELECTRICAL CODE TO ACCOMMODATE EQUIPMENT SERVED, INCLUDING FUSES IF REQUIRED, UNLESS OTHERWISE NOTED. 22. FURNISH AND INSTALL DISCONNECT SWITCHES, CONDUIT AND WIRING FOR AIR CONDITIONING SYSTEMS PER MANUFACTURER'S FURNISH AND INSTALL DISCONNECT SWITCHES, CONDUIT AND WIRING FOR AIR CONDITIONING SYSTEMS PER MANUFACTURER'S RECOMMENDATIONS. CONTROLS SHALL BE SUPPLIED BY AIR CONDITIONING CONTRACTOR AND CONNECTED BY ELECTRICAL CONTRACTOR. 23. PROVIDE FIRE RETARDANT UL APPROVED SEALANT ON ALL PENETRATIONS OF FIRE RATED PARTITIONS, WALLS AND STRUCTURAL PROVIDE FIRE RETARDANT UL APPROVED SEALANT ON ALL PENETRATIONS OF FIRE RATED PARTITIONS, WALLS AND STRUCTURAL SLABS. IT SHALL BE THE  REASONABILITY OF THE ELECTRICAL CONTRACTOR TO  VERIFY, PRIOR TO SUBMITTING BID, LOCATIONS OF ALL SUCH FIRE RATED PARTITIONS, WALLS AND STRUCTURAL SLABS. 24. THE INSTALLATION SHALL COMPLY WITH THE 2017 NATIONAL ELECTRICAL CODE. THE INSTALLATION SHALL COMPLY WITH THE 2017 NATIONAL ELECTRICAL CODE. 25. THE INSTALLATION SHALL COMPLY WITH THE EDITION OF THE FLORIDA BUILDING CODE THAT IS ADOPTED BY THE LOCAL AUTHORITY THE INSTALLATION SHALL COMPLY WITH THE EDITION OF THE FLORIDA BUILDING CODE THAT IS ADOPTED BY THE LOCAL AUTHORITY HAVING JURISDICTION.  26. THIS PROJECT IS THE CONSTRUCTION OF AN NEW WALL AND ADDING SITE LIGHTING AND LIGHTING OF THE WALL, PREVIOUS RECORD THIS PROJECT IS THE CONSTRUCTION OF AN NEW WALL AND ADDING SITE LIGHTING AND LIGHTING OF THE WALL, PREVIOUS RECORD DRAWINGS, AND ARCHITECT DRAWINGS AND SITE CONDITIONS FORM THE BASICS FOR MANY OF THESE DRAWINGS . IT IS THEREFORE IMPORTANT THAT ALL DIMENSIONS SHALL BE FIELD VERIFIED BEFORE FABRICATION OR PURCHASE OF ALL EQUIPMENT, MATERIALS AND ASSEMBLIES. THERE MAY BE EXISTING FIELD CONDITIONS NOT ACCESSIBLE OR PRESENT DURING DESIGN WHICH MAY DIFFER FROM THOSE SHOWN ON THE DRAWINGS. ANY SUCH DEVIATIONS SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT AND ENGINEER OF RECORD FOR RESOLUTION BEFORE PROCEEDING WITH THE CONSTRUCTION, FABRICATION OR MATERIAL/EQUIPMENT PURCHASES WHICH WOULD BE UNUSABLE UNDER THOSE CIRCUMSTANCES.  27. JAMES & MOORE AND ASSOCIATES, LLC & ENGINEER OF RECORD GRANTS CLIENT, ARCHITECT, CIVIL ENGINEER AND/OR CONTRACTOR JAMES & MOORE AND ASSOCIATES, LLC & ENGINEER OF RECORD GRANTS CLIENT, ARCHITECT, CIVIL ENGINEER AND/OR CONTRACTOR A LIMITED LICENSE TO USE THESE DOCUMENTS ON THE PROJECT, EXTENSIONS OF THE PROJECT, AND FOR RELATED USES OF THE CLIENT, SUBJECT TO RECEIPT BY ENGINEER OF FULL PAYMENT DUE AND OWING FOR ALL SERVICES RELATING TO PREPARATION OF THE DOCUMENTS. FAILURE BY THE CLIENT TO MAKE FULL PAYMENT DUE AND OWING TO THE ENGINEER OR JAMES & MOORE AND ASSOCIATES, LLC FOR ALL SERVICES RELATING TO THE PREPARATION OF THE DOCUMENTS SHALL VOID THE LIMITED LICENSE." 28. PRIOR TO ROUGH-IN FOR ALL FOR ALL LIGHTING SWITCHES, ELECTRICAL HARDWARE AND EQUIPMENT VERIFY WITH CIVIL AND PRIOR TO ROUGH-IN FOR ALL FOR ALL LIGHTING SWITCHES, ELECTRICAL HARDWARE AND EQUIPMENT VERIFY WITH CIVIL AND STRUCTURAL PLANS. 29. PRIOR TO ROUGH-IN, CONTRACTOR SHALL COORDINATE EXACT LOCATION OF ALL WIRING DEVICES WITH ARCHITECTURAL ELEVATION PRIOR TO ROUGH-IN, CONTRACTOR SHALL COORDINATE EXACT LOCATION OF ALL WIRING DEVICES WITH ARCHITECTURAL ELEVATION PLANS TO AVOID CONFLICTS WITH CASEWORK, COUNTERTOPS, DOOR SWINGS, ETC WHERE CONFLICT OCCURS, CONTRACTOR SHALL CONTACT THE ARCHITECT IN WRITING FOR RESOLUTION.  30. FOR EXACT LOCATION OF EQUIPMENT MOUNTED IN SUSPENDED CEILINGS AND CEILINGS. SUCH AS LIGHTING, SEE ARCHITECTURAL FOR EXACT LOCATION OF EQUIPMENT MOUNTED IN SUSPENDED CEILINGS AND CEILINGS. SUCH AS LIGHTING, SEE ARCHITECTURAL REFLECTED CEILING PLANS. ARCHITECTURAL REFLECTED CEILING PLAN SHALL GOVERN FINAL LOCATION. 31. CONTRACTOR SHALL IDENTIFY IN THE FIELD ALL EXISTING UNDERGROUND AND OVERHEAD UTILITY SYSTEMS THAT MAY AFFECT THE CONTRACTOR SHALL IDENTIFY IN THE FIELD ALL EXISTING UNDERGROUND AND OVERHEAD UTILITY SYSTEMS THAT MAY AFFECT THE ROUTING AND INSTALLATION OF NEW CONDUIT AND CIRCUITRY, HARDWARE AND EQUIPMENT.  WHERE EXISTING BUILDING MECHANICAL AND/OR STRUCTURAL SYSTEMS AFFECT ROUTING AND INSTALLATION OF NEW CONDUIT, HARDWARE AND EQUIPMENT, CONTRACTOR SHALL FIELD ROUTE TO AVOID EXISTING OBSTRUCTIONS.  32. ALL PANELBOARDS SHALL BE THE LOCKABLE TYPE AND NEMA-3R RATED. ALL PANELBOARDS SHALL BE THE LOCKABLE TYPE AND NEMA-3R RATED. 33. THE  CONTRACTOR SHALL VISIT THE SITE AND EXAMINE THE CONSTRUCTION DOCUMENTS TO BECOME FAMILIAR WITH THESE THE  CONTRACTOR SHALL VISIT THE SITE AND EXAMINE THE CONSTRUCTION DOCUMENTS TO BECOME FAMILIAR WITH THESE DOCUMENTS AND NOTIFY THE FEDERAL, STATE, COUNTY, OR CITY AGENCY, ARCHITECT, OR ENGINEER OF RECORD OF ANY AMBIGUOUS LANGUAGE OR ILLUSTRATION, SUBMISSION OF A BID WILL BE CONSTRUED AS EVIDENCE THAT SUCH EXAMINATION HAS BEEN MADE AND LATER CLAIMS FOR LABOR, MATERIALS, OR AND/OR EQUIPMENT REQUIRED FOR DIFFICULTIES ENCOUNTERED WILL BE NOT BE ACCEPTED. 34. THERE MAY BE EXISTING BURIED UTILITIES IN THE AREA WHERE TRENCHING AND DIGGING IS TO BE DONE, IT SHALL BE THE THERE MAY BE EXISTING BURIED UTILITIES IN THE AREA WHERE TRENCHING AND DIGGING IS TO BE DONE, IT SHALL BE THE RESPONSIBLY OF THE CONTRACTOR TO LOCATE AND AVOID CONSTRUCTION CONFLICTS WITH EXISTING UTILITIES AT NOT ADDITIONAL COST TO THE COUNTY OR CITY GOVERNMENT. 35. THE CONTRACTOR SHALL SUBMIT A BID AND/OR PROPOSAL THAT WILL PROVIDE A FULLY FUNCTIONAL, OPERATIONAL, MAINTAINABLE THE CONTRACTOR SHALL SUBMIT A BID AND/OR PROPOSAL THAT WILL PROVIDE A FULLY FUNCTIONAL, OPERATIONAL, MAINTAINABLE AND CONSTRUABLE ELECTRICAL/LIGHTING SYSTEM TO LIGHT THE WALL AND SITE THAT COMPILES WITH THE CONTRACT DOCUMENTS, AND ALL NATIONAL, STATE, AND LOCAL CODES AND ORDNANCES. SUBMISSION OF A BID WILL BE CONSTRUED AS EVIDENCE THAT THE BID CONTAINS EQUIPMENT AND HARDWARE THAT COMPLIES WITH THE DRAWINGS AND ALL CODES AND ORDNANCES PREVIOUS DESCRIBED IN THIS PARAGRAPH AND LATER CLAIMS FOR LABOR, MATERIALS, OR AND/OR EQUIPMENT REQUIRED FOR DIFFICULTIES ENCOUNTERED WILL BE NOT BE ACCEPTED. 36. ALL CONDUCTORS SHALL BE COPPER. ALL CONDUCTORS SHALL BE COPPER. 37. WHERE THERE'S CONFLICTS AND/OR AMBIGUOUS LANGUAGE SHOWN ON/OR DESCRIBED ON DRAWINGS AND IN SPECIFICATIONS THE WHERE THERE'S CONFLICTS AND/OR AMBIGUOUS LANGUAGE SHOWN ON/OR DESCRIBED ON DRAWINGS AND IN SPECIFICATIONS THE MOST STRINGENT AND EXPENSIVE WORK EFFORT AND EQUIPMENT AND HARDWARE COST TAKES PRECEDENT. 38. THE BASIS OF LIGHTING DESIGN WAS BASE ON INFORMATION FROM ENVISION LIGHTING SYSTEMS PHONE 941-243-0608. THE BASIS OF LIGHTING DESIGN WAS BASE ON INFORMATION FROM ENVISION LIGHTING SYSTEMS PHONE 941-243-0608. 39. CONTRACTOR SHALL FIELD VERIFY ALL EXISTING UTILITIES IN THIS AREA PRIOR TO DIGGING AND/OR BORING. IT IS STRONGLY CONTRACTOR SHALL FIELD VERIFY ALL EXISTING UTILITIES IN THIS AREA PRIOR TO DIGGING AND/OR BORING. IT IS STRONGLY RECOMMEND THAT THE CONTRACTOR HAND-DIG IN THE AREA WHERE WORK IS TO BE PERFORMED. 
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GENERAL NOTES (APPLIES TO ALL SHEETS)
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ALL CONDUCTORS LENGTHS PROVIDED IN THESE DESIGN DOCUMENTS ARE INTENDED SOLELY FOR USE IN THE DESIGN CALCULATIONS BY THE DESIGN PROFESSIONAL UNLESS SPECIFICALLY NOTED OTHERWISE IN THESE DOCUMENTS. THEY SHALL NOT BE USED BY CONTRACTORS IN BIDDING OR CONSTRUCTING THE PROJECT. THE CONTRACTORS IS SOLELY RESPONSIBLE FOR THE MATERIAL QUANTITIES REQUIRED TO BID AND CONSTRUCT THE COMPLETE PROJECT.   COORDINATE ROUTING  OF CONDUIT AND INSTALLATION OF WIRING DEVICES, EQUIPMENT AND HARDWARE WITH OTHER TRADES PRIOR TO ROUGH-IN. PROVIDE AND INSTALL AN EQUIPMENT GRUONDING CONDUCTOR WITH GREEN INSULATION IN ALL CONDUITS THAT CONTAIN PHASE CONDUCTORS. ALL EQUIPMENT DEVICECS AND FIXTURES SHALL BE GROUNDED IN ACCORDANCE WITH NEC REQUIRMENTS. 
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TYPICAL FEEDER DESIGNATION 
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A        AMPRE A.F.F     ABOVE FINISH FLOOR A.F.G  ABOVE FINISH GRADE ABOVE FINISH GRADE AFCI  ARC-FAULT CIRCUIT INTERRUPTER ARC-FAULT CIRCUIT INTERRUPTER AIC  AMPERES INTERRUPTING CURRENT AMPERES INTERRUPTING CURRENT AMPS AMPRES AMPRES ATC  ASTRONOMICAL TIME CLOCK ASTRONOMICAL TIME CLOCK ATS  AUTOMATIC TRANSFER SWITCH AUTOMATIC TRANSFER SWITCH AUTH AUTHORIZATION AUTHORIZATION BRN  BROWN BROWN C  CONDUIT CONDUIT CT  CURRENT TRANSFORMER CURRENT TRANSFORMER EA  EACH EACH ELECT ELECTRICAL ELECTRICAL FLA  FULL LOAD CURRENT FULL LOAD CURRENT FLUOR FLUORESCENT  FLUORESCENT  G  GROUND GROUND GND   GROUND       GROUND       GFCI  GROUND FAULT CIRCUIT INTERUPTER GROUND FAULT CIRCUIT INTERUPTER H  HOT CONDUCTOR OR PHASE CONDUCTOR HOT CONDUCTOR OR PHASE CONDUCTOR HVAC HEATING VENTILATION AIR CONDITIONING HEATING VENTILATION AIR CONDITIONING KAIC  THOUSAND AMPRE INTERRUPTING CURRENT  THOUSAND AMPRE INTERRUPTING CURRENT  LED  LIGHT EMITTING DIODE  LIGHT EMITTING DIODE  LT  LIGHTING LIGHTING MECH MECHANICAL MECHANICAL MISC  MISCELLANEOUS MISCELLANEOUS MTD   MOUNTED MOUNTED N  NEUTRAL NEUTRAL N/A  NOT APPLICABLE  NOT APPLICABLE  NEMA NATIONAL ELECTRICAL MANUFACTURES ASSOCIATION  NATIONAL ELECTRICAL MANUFACTURES ASSOCIATION  NFPA  NATIONAL FIRE PROTECTION AGENCY NATIONAL FIRE PROTECTION AGENCY NTS  NOT TO SCALE NOT TO SCALE OCPD OVERCURRENT PROTECTION DEVICE OVERCURRENT PROTECTION DEVICE PS  PULL CORD PULL CORD QTY  QUANTITY QUANTITY SPD  SURGE PROTECTION DEVICE  SURGE PROTECTION DEVICE  T  THOUSAND THOUSAND TOT  TOTAL TOTAL TV  TELEVISION  TELEVISION  UL  UNDERWRITERS LABORATORY   UNDERWRITERS LABORATORY   UON  UNLESS OTHERWISE NOTED     UNLESS OTHERWISE NOTED     V  VOLTAGE    VOLTAGE    VA  VOLT AMPRE VOLT AMPRE W  WATT WATT WP  WEATHERPROOF WEATHERPROOF Z  IMPEDANCEIMPEDANCE
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BRANCH CIRCUIT CONDUIT & WIRING, NOTE: TICKMARKS INDICATE QUANTITY OF CONDUCTORS IN CONDUIT; "----------L----------" INDICATES FULL SIZE GROUND CONDUCTOR; ARROW INDICATES HOMERUN TO LOAD CENTER; "P-1" INDICATES PANELBOARD AND CIRCUIT NUMBER; WIRE SIZE #12 UNLESS OTEHRWISE NOTED, SEE (BRANCH CIRCUIT WIRE SCHEDULE), CONDUIT IS  " & BREAKER IS 20A, 1-POLE 12" & BREAKER IS 20A, 1-POLE UNLESS NOTED OTHERWISE. All WIRING SHALL BE THHN OR THWN TYPE.
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NEW PANELBOARD, NEMA-3R RATED, SEE PANELBOARD SCHEDULE  
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CIRCUIT RUN IN OR BELOW SLAB OR UNDERGROUND
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JUNCTION BOX SIZE AS REQUIRED NEMA-3R RATED WHERE APPLICABLE RATED TO BE INSTALLED BELOW OR FLUSH WITH GRADE.
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DUPLEX RECEPTACLE OUTLET BOX AN COVER PLATE- 20A, 125V, 2P,3W GROUND FAULT CIRCUIT INTERRUPTER TYPE WITH WEATHERPROOF "WITH IN USE LOCKABLE" TYPE COVER. UNLESS OTHER WISE NOTED.  
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LIGHT FIXTURE SURFACE MOUNTED LINEAR - LED TYPE  - LETTER DENOTES FIXTURE MARK (SEE LIGHT FIXTURE SCHEDULE)
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LIGHT FIXTURE, SURFACE MOUNTED LINEAR (TYPE) NEMA-3R RATED - LED TYPE  - LETTER DENOTES FIXTURE MARK (SEE LIGHT FIXTURE SCHEDULE)
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TAMPA RIVER WALL       PLAZA
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LIGHT FIXTURE BOLLARD - LED TYPE  - LETTER DENOTES FIXTURE MARK (SEE LIGHT FIXTURE SCHEDULE)
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ALTERNATIVE #1: 
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1. IF RECOMMENDED BY THE LIGHT FIXTURE MANUFACTURE LIGHT FIXTURES SHALL BE ATTACH TO IF RECOMMENDED BY THE LIGHT FIXTURE MANUFACTURE LIGHT FIXTURES SHALL BE ATTACH TO WALL USING "VIA" A CANTILEVER ARM TYPE METHOD PER LIGHTING MANUFACTURE RECOMMENDATIONS, FIXTURES ARE TO ATTACH TO THE END OF CANTILEVER ARM. CONFIRM WITH MANUFACTURE PRIOR TO SUBMITTING A BID OR ORDERING ANY MATERIALS. 2. CANTILEVER ARM SHALL COMPLY WITH ALL WINDING LOADING RECRUITMENTS PER PROJECT CANTILEVER ARM SHALL COMPLY WITH ALL WINDING LOADING RECRUITMENTS PER PROJECT STRUCTURE ENGINEER.
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ALTERNATIVE #2: 
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1.	IF RECOMMENDED BY THE LIGHT FIXTURE MANUFACTURE LIGHT FIXTURES SHALL BE INSTALL TO IF RECOMMENDED BY THE LIGHT FIXTURE MANUFACTURE LIGHT FIXTURES SHALL BE INSTALL TO THE ROOF SOFFIT OR STRUCTURE MEMBERS (IF ROOF IS OPEN OPEN) PER LIGHTING MANUFACTURE RECOMMENDATIONS. CONFIRM WITH MANUFACTURE PRIOR TO SUBMITTING A BID OR ORDERING ANY MATERIALS.
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1. THE CONTRACTOR SHALL INSTALL LIGHT FIXTURES PER MANUFACTURE RECOMMENDATIONS AND THE CONTRACTOR SHALL INSTALL LIGHT FIXTURES PER MANUFACTURE RECOMMENDATIONS AND INDUSTRY BEST PRACTICES AND STANDARDS. 2. ELECTRICAL CONTRACTOR SHALL COORDINATE AIMING OF LIGHTS BASED UPON SIZE AND ELECTRICAL CONTRACTOR SHALL COORDINATE AIMING OF LIGHTS BASED UPON SIZE AND ORIENTATION OF WALL. AIMING SHALL BE DONE PER "IES" ILLUMINATING ENGINEERING SOCIETY HANDBOOK, MANUFACTURE AND INDUSTRY BEST PRACTICES AND STANDARDS. THE LIGHTING MANUFACTURE SHALL PROVIDE A FOOTCANDLE LAYOUT DRAWING OF THE LIGHTING PHOTOMETRIC DATA FOR THE WALL, SIGN ON ROOF, AND SITE. THE CONTRACTOR SHALL COORDINATE WITH OWNER THE SPECIFY TYPE OF ART BEING MOUNTED ON WALL AND PROVIDE THIS INFORMATION TO LIGHTING MANUFACTURE.       3. ALL LIGHT FIXTURES SHALL BE CONNECTED ELECTRICALLY PER MANUFACTURE ALL LIGHT FIXTURES SHALL BE CONNECTED ELECTRICALLY PER MANUFACTURE RECOMMENDATIONS. 4. LIGHT FIXTURES SHOWN ON THESE DRAWINGS ARE DIAGRAMMATICALLY SHOWN, THE CONTRACTOR LIGHT FIXTURES SHOWN ON THESE DRAWINGS ARE DIAGRAMMATICALLY SHOWN, THE CONTRACTOR SHALL INSTALL LIGHTING PER MANUFACTURE RECOMMENDATIONS. CONTRACTOR SHALL COORDINATE WITH A LIGHTING MANUFACTURE REPRESENTATIVE ALL LIGHTING INSTALLATION REQUIREMENTS PRIOR TO SUBMITTING A BID. 5. JUNCTION BOXES OR DIAGRAMMATICALLY SHOWN PROVIDE AND INSTALL PER LIGHTING JUNCTION BOXES OR DIAGRAMMATICALLY SHOWN PROVIDE AND INSTALL PER LIGHTING MANUFACTURE RECOMMENDATIONS.  6. ALL FIXTURES SHALL BE ATTACH TO THE ROOF PER ROOF MANUFACTURE RECOMMENDATIONS ALL FIXTURES SHALL BE ATTACH TO THE ROOF PER ROOF MANUFACTURE RECOMMENDATIONS AND INDUSTRY BEST PRACTICES AND STANDARDS SUCH THAT ROOF INTEGRITY IS NOT COMPROMISED. CONTRACTOR SHALL PROVIDE A SEALING WATER-TYPE COMPOUND TO PREVENT AND FUTURE ROOF LEAKING.    7. ALL EQUIPMENT AND HARDWARE SHALL BE INSTALL SUCH THAT IT IS FUNCTIONAL, ALL EQUIPMENT AND HARDWARE SHALL BE INSTALL SUCH THAT IT IS FUNCTIONAL, OPERATIONAL, AND MAINTAINABLE PER LOCAL AND NATIONAL CODES, MANUFACTURE RECOMMENDATIONS, AND INDUSTRY BEST PRACTICES AND STANDARDS. 8. CONTRACTOR SHALL THOROUGHLY EXAMINE THE DRAWINGS FOR ANY AMBITIOUSLY LANGUAGE, CONTRACTOR SHALL THOROUGHLY EXAMINE THE DRAWINGS FOR ANY AMBITIOUSLY LANGUAGE, WHERE AMBITIOUSLY LANGUAGE IS ENCOUNTERED THE CONTRACTOR SHALL INCLUDE IN HIS OR HER BID THE MOST EXPENSIVE MATERIALS AND HARDWARE AND WORK EFFORT TO ACCOMPLISH THE TASK PER INDUSTRY BEST PRACTICES AND PROCEDURES.   9. AT TIME OF DESIGN TYPE OF SPECIFIC ART WORK TO BE PLACE ON WALL WAS NOT KNOWN, AT TIME OF DESIGN TYPE OF SPECIFIC ART WORK TO BE PLACE ON WALL WAS NOT KNOWN, PRIOR TO SUBMITTING A BID OR ORDERING HARDWARE AND/OR EQUIPMENT, AND LIGHT FIXTURES THE CONTRACTOR SHALL CONFIRM ALL PHOTOMETRIC DATA WITH LIGHT FIXTURE MANUFACTURE THAT IT COMPLIES WITH INDUSTRY BEST PRACTI
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GENERAL LIGHTING NOTES (APPLIES TO ALL SHEETS)
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ROOF POWER ELEVATION
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1. THIS LIGHTING PHOTOMETRIC'S DESIGN AND LAYOUT WAS BASE ON INFORMATION PROVIDE BY A THIS LIGHTING PHOTOMETRIC'S DESIGN AND LAYOUT WAS BASE ON INFORMATION PROVIDE BY A LIGHTING MANUFACTURE REPRESENTATIVE, ALL DIMENSIONS AND LUMINAIRE LOCATIONS SHOWN REPRESENT RECOMMENDED POSITIONS. THE CONTRACTOR'S LIGHTING DESIGNER SHALL DETERMINE APPLICABILITY OF THE LAYOUT TO EXISTING OR FUTURE FIELD CONDITIONS.  2. THE LIGHTING PATTERN AND ILLUMINATION LEVELS PRODUCE BY THE LAYOUT OF THESE THE LIGHTING PATTERN AND ILLUMINATION LEVELS PRODUCE BY THE LAYOUT OF THESE LUMINAIRES REPRESENTS ILLUMINATION LEVEL CALCULATED FROM LABORATORY DATA TAKEN UNDER CONTROLLED CONDITIONS IN ACCORDANCE WITH THE ILLUMINATING ENGINEERING SOCIETY APPROVED METHODS. ACTUAL PERFORMANCE OF ANY MANUFACTURE'S LUMINARIE MAY VARY DUE TO VARIATIONS IN ELECTRICAL VOLTAGE, TOLERANCE IN LAMPS, AND OTHER VARIABLE FIELD CONDITIONS. 
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FIXTURES "GW & "LFOP" MOUNTING ALTERNATIVES  
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