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2Don’t wait - 
Check the date!
Replace Smoke Alarms

Every 10 Years 

1

3

Remove the 
smoke alarm 
from the wall 
or ceiling. 

4Smoke alarms don’t last 
forever. 

Check the manufacture 
dates on your smoke 

alarms today! 

10 
Smoke alarms 
should be 
replaced 10 
years from 
the date of 
manufacture. 

2016 4 NOV 

For more safety tips and resources,visit Tampa.gov/Fire 

Look at the 
back of the 
alarm for 
the date of 
manufacture. 

Put the alarm 
back on the 
ceiling or wall if 
it is less than 
10 years old. 


	Quite la alarma de la pared o el techo.
	Busque la fecha de fabricación en la parte posterior de la alarma.
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	No espere -
	Verifique la fecha!
	Las alarmas de humo deben reemplazarse cada 10 años, a partir de su fecha de fabricación.
	Coloque nuevamente la alarma en el techo o la pared si tiene menos de 10 años.
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	Para obtener más información sobre seguridad, visite Tampa.gov/Fire
	Remove the smoke alarm from the wall or ceiling.
	Look at the back of the alarm for
	the date of manufacture.
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	Smoke alarms should be replaced 10 years from
	the date of manufacture.
	Put the alarm back on the ceiling or wall if it is less than 10 years old.
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